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 SM24A

 [mm]

AC 24V 50/60Hz, DC 24V

AC/DC 19.2...28.8V

2W @  / 0.2W @ 

4VA

 (-S) 1 SPDT 1mA...3(0.5)A AC 250V

 1m 3x0.75mm2

20Nm @ 

95°

150s

45dB(A)

III ( )

IP54

EMC CE 2004/108/EC

 IEC/EN 60730-1  IEC/EN 60730-2-14

-30...+50°C
-40...+80°C

5...95%

 (LxWxH) “ ”

   1.05kg  

 :               

 

 :               

20Nm

AC/DC 24V

10 ... 20 1)

10 ... 20 1)

1) CrNi (INOX) 12 ... 20

139

64

56

30 41109

88
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 SM24A-S

 [mm]

AC 24V 50/60Hz, DC 24V

AC/DC 19.2...28.8V

2W @  / 0.2W @ 

4VA

1 SPDT 1mA...3(0.5)A AC 250V

-
-

 1m 3x0.75mm2

 1m 3x0.75mm2

20Nm @ 

95°

150s

45dB(A)

III ( )

IP54

EMC CE 2004/108/EC

 IEC/EN 60730-1  IEC/EN 60730-2-14

-30...+50°C
-40...+80°C

5...95%

 (LxWxH) “ ”

   1.05kg  

 :               

 

 :               

20Nm

AC/DC 24V

10 ... 20 1)

10 ... 20 1)

1) CrNi (INOX) 12 ... 20

139

64

56

30 41109

88
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 SM24A-SR

 [mm]

AC 24V 50/60Hz, DC 24V

AC/DC 19.2...28.8V

2W @  / 0.4W @ 

4VA

 1m 4x0.75mm2

20Nm @ 

 Y DC (0)2...10V @ 

 U DC 2...10V @ 1mA

±5%

95º

150s

45dB(A)

III ( )

IP54

EMC CE 2004/108/EC

 IEC/EN 60730-1  IEC/EN 60730-2-14

-30...+50°C
-40...+80°C

5...95%

 (LxWxH) “ ”

   1.05kg  

 :               

 

 :               
 

20Nm

AC/DC 24V

DC (0)2...10V

DC 2...10V

10 ... 20 1)

10 ... 20 1)

1) CrNi (INOX) 12 ... 20

139

64

56

30 41109

88
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 SM230A

 [mm]

AC 100...240V 50/60Hz

AC 85...265V

2.5W @  / 0.6W @ 

6VA

 1m 3x0.75mm2

20Nm @ 

95°

150s

45dB(A)

II ( )

IP54

EMC CE 2004/108/EC
CE 2006/95/EC

 IEC/EN 60730-1  IEC/EN 60730-2-14

-30...+50°C
-40...+80°C

5...95%

 (LxWxH) “ ”

   1.05kg  

 :               

 

 :               

20Nm

AC 100...240V

10 ... 20 1)

10 ... 20 1)

1) CrNi (INOX) 12 ... 20

139

64

56

30 41109

88
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 SM230A-S

 [mm]

AC 100...240V 50/60Hz

AC 85...265V

2.5W @  / 0.6W @ 

6VA

1 SPDT, 1mA...3(0.5)A, AC 250V, 

-
-

 1m 3x0.75mm2

 1m 3x0.75mm2

20Nm @ 

95°

150s

45dB(A)

II ( )

IP54

EMC CE 2004/108/EC
CE 2006/95/EC

 IEC/EN 60730-1  IEC/EN 60730-2-14

-30...+50°C
-40...+80°C

5...95%

 (LxWxH) “ ”

   1.05kg  

 :               

 

 :               

20Nm

AC 100...240V

10 ... 20 1)

10 ... 20 1)

1) CrNi (INOX) 12 ... 20

139

64

56

30 41109

88
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 SM230ASR

 [mm]

AC 100...240V 50/60Hz

AC 85...265V

3.5W @  / 1W @ 

6.5VA

   -
-

 1m 2x0.75mm2

 1m 4x0.75mm2

20Nm @ 

 Y DC (0)2...10V @ 

 U DC 2...10V @ 1mA

±5%

95º

150s

45dB(A)

II ( )

IP54

EMC CE 2004/108/EC
CE 2006/95/EC

 IEC/EN 60730-1  IEC/EN 60730-2-14

-30...+50°C
-40...+80°C

5...95%

 (LxWxH) “ ”

   1.2kg  

 :               

 

 :               
 

20Nm

AC 100...240V

DC (0)2...10V

DC 2...10V

10 ... 20 1)

10 ... 20 1)

1) CrNi (INOX) 12 ... 20

139

64

56

30 41131

88
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通用风门执行器接线图

接线图：开关型执行器，可并行连接多个执行器，但必须注意功耗

接线图：调节型执行器，可并行连接多个执行器，但必须注意功耗
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电源输出

转角 - 电压信号图

通过安全隔离的变压器连接
旋转方向选择
钮状态 0 

旋转方向选择
钮状态 1 
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